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GENERAL NOTES:

1. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO
INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS
SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.

2. géREENg?%EEQ LOCATION / ALIGNING SHALL BE COORDINATED WITH THE

3. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL. BECOME THE
E?EEEETY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW

4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL
CABLES TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE.

5. REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE.

6. REFER TO SHEET TSP-2 FOR DIMENSIONS OF SIGNAL EQUIPMENT AND
PAVEMENT MARKINGS WITHIN INTERSECTION.
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NOTE:
PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.

SPECIAL NOTES:

IN.

1. INSTALL HANDHOLE WITH LONG DIMENSION PERPENDICULAR TO
TRAVEL WAY FOR INSTALLATION OF NON-INVASIVE PROBES.
EXTEND CONDUIT A MINIMUM OF 2
INTO HANDHOLE.

2. DISCONNECT EXISTING ELECTRICAL CABLE FROM EXISTING
SIGNAL HEADS TO BE REMOVED AND RE—-CONNECT TO PROPOSED
SIGNAL HEADS. ANY SIGNAL OUTAGE SHALL BE SCHEDULED
DURING NON-PEAK HOURS AS DIRECTED BY THE ENGINEER.

AND MAXIMUM OF 3
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CONSTRUCTION DETAILS %, sD——SD— STORM DRAIN
A\ ,; 6—0~0 GAS MAIN
A. USE EXISTING MAST ARM AND REMOVE EXISTING SIGNAL HEADS, INSTALL NEW SIGNAL N @ R { W—W WATER MAIN
HEADS AND VIDEO DETECTION CAMERA MOUNTED ON EXISTING MAST ARM AS SHOWN. % 2 : SEWER MAIN
B. USE EXISTING MAST ARM POLE. % \ TELEPHONE _21- 2* h eI NIC SARLES
C. USE EXISTING CONDUIT. TELEPHONE 22'- 0 T—7 TELEPHONE CABLES
D. USE EXISTING HANDHOLE. ‘ CABLE 246" P g JELEPHONE C
E. USE EXISTING CABINET AND CONTROLLER. (NOTE: SHA FORCES SHALL RETROFIT CONTROLLER N % gggg%hm %g},‘ -
EQUIPMENT TO OPERATE VIDEO DETECTION EQUIPMENT). INSTALL ONE (1) FOUR-CHANNEL, 0, SECONDARY 28 STATE OF MARYLAND
TIME~DELAY-OUTPUT LOCP DETECTOR AMPLIFIER. / qy 22 DEPARTMENT OF TRANSPORTATION
F. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — BORED. ® STATE HIGHWAY ADMINISTRATION
G. INSTALL HANDHOLE. ‘ <74, OFFICE QF TRAFFIC & SAFETY
H. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED. / b 275 TRAFFIC EHGINEERING. DESIGN. DIVISION
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APPROXIMATELY 400 FT. IN ADVANCE OF THE INTERSECTION ON NORTHBOUND AND SOUTHBOUND MD 2. e — - \V SCALE 1" = 20' ADVERTISED DATE 062006 CONTRACT NO. AT9155185
N. REMOVE EXISTING W2—-1 AND D-3(2) SIGNS AND SUPPORT. & _— —
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